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PREFABRICATED 15" CMP |

NOTES:

Slotted SteelPipe with a

Drain Pipe Shallbe 2V4" x /5" Corrugated

) Minitmum Wall Thickness of 0.064" and ShallConform to the

Requirements AASHTO M36.

Slotfted Drain Shallbe with an Angled Slot Infercepting

(
]
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!
! AND CONNECTING PIPE ! 2
! SIDEWALK - . WITH BEND, (ANGLE VARIES). ’ . . .
! flow by Direction or Otherwise as shown on Plans.
i "
15" CMP SLOTTED DRAN 3. Locations with Pedestrian Traffic shallbe Installed with HeelGuard 6'Slot.
|
‘\‘ /' o 5 \l 4, Slotted Drain Pipe and Installation shallconform fo MAG Sectfion 621& 7160.
R - > : 5. Allslotted Drain Pipe Hardware Except Anchor Bolts and
/ /// \\w’\ e s = Reinforcing Steelshallbe Given Two Coats of Paint.
A . % 6. Reinforcing SteelshallConform to 1003-1, 2, Grade 40,
e - P———— 7. Structural Steel shallConform to ASTM A36.
MAX. 45 © —=A-A Concrete anchors shallconform to ASTM A307 and Hex Nuts shall
PLAN VIEW 30° DESIRABLE Conform to ASTM A563 Grade A.
9. Cover Slot During ConsfrucTtion with Removable tape or Other Acceptable
Substitute.Prior to Concrete Pour and Keep Taped Untilafter Pour.
0. Slotted Drain Pipe shallbe Clean at the Time of Final Acceptance.
ll. AllConcrete, Curb & Gutter, and Valley Gutter through the Slofted Drains
shallbe Paid for Under the Respective Concrete Item.
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CORE DRILL OR SAWCUT INTO il /o
EXISTING INLET WALL. iNXCZHéng%ﬂC%THE
/5" HEAVY HEX NUT
AT 18" C TO C.
TYPICAL INLET/SLOTTED DRAIN o B SN ROUND CMP SLOTTED DRAIN
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FOR OFFSET CONNECTIONS ol HEAS SaUARE WEcK BOLT wiTH 10 /2" WIDE CMP COUPLING BAND
i o WITH 98C _~ 2 Vot x 115"
Ci= I/5"-13UNC HEAVY HEX NUT.
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VALLEY GUTTER OR i PER PLANS
CURB PER PLANS
CONCRETE CLASS B —— R
IF VALLEY GUTTER
CLASS A. PER
* LEAN MIX BACKFILL: PER YD. QNTY. ,
94 Lbs, - PORTLAND CEMENT SECTION 725 4
400 Lbs. - WATER % 4" MIN
3547 Lbs. - ABC LEAN MIX BACKFILL
APPROXIMATE PROPORTIONS OF:
557 COARSE AGOREGATE (ASTM-C-33 SIZE 57) 15 CMP SLOTTED
457 FINE AGGREGATE (CONFORM TO SEC. 70L.3) DRAIN ORIGINAL SIGNATURE ON FILE
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